Trimble Survey Controller Software (TSC2)
Connection with mobile phone
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In the main Windows screen, pick on the Start
menu and then pick settings.

In the “Wireless Manager” disable wireless
internet.

In the settings window, pick on the connections
tab on the bottom of the screen. Then double
click on Bluetooth to pair your data collector
with your VRS cell phone.

You will want to check the box next to “Turn
on Bluetooth” and also check the box next to
“Make this device discoverable to other
devices”. Sometimes you have to scan with
your cell phone to find the data collector if it
won’t find your cell phone.

Dalia Prizginiene



CoR— Pick on the devices tab on the bottom of the
@& €30 screen. To pair your cell phone, pick on
et } “New Partnership” and your data collector
O e e o il will search for the phone. Once it

K8 SN, finds it, you phone may ask for a pass key.
Typein 12 3 4 and also type it in again
when your data collector asks for the pass

key. Once that is done, your data collector

r‘.‘ | Settings

New Partnership. ..
()R8, 44441401
()R8 ROVER 9977
) wes BlackBerry 8830

TwT»

Trimble
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2 EeiTE and your cell phone should be successfully
Mode | Devices | COM Ports | paired. You will now be able to see it on
L your devices list.

(In the phone set the data controller TSC2 as

trusted for such a connection if it is possible )
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Once your device is found, select it on the
] list and pick next. At this screen, you will
Select services to use from this device. want to make sure that you have the Dlalup

Serial Port . .
Cua‘un Networidng Networking box checked. Then pick “Save”.

Display Name:

The phone has to have DUN (dial up

networking) possibility in itself.

Cancel jams] Save

B of 4£3:45 ok Once you are back at this screen, pick “OK”
Bluetooth in the upper right corner.

Tap New Partnership to scan for other
Bluetooth devices. Tap on a device to modify
its settings.

New Partnership...
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My ISP
E&ij-j 3 new modem connection]
Manage existin tcmnectnonsl\g

My Work Network

Add a new modem connection
Add a new VPN server connection
Set up my proxy server

Manage existing connections

Tasks | Advanced

Make New Connection

Enter a name for the connection:

Demo VRS

Select a modem:

Cancel B

Next

When you are back in this screen, pick on the
“Connections” icon to set up your ISP
connection.

Under the My ISP heading, pick on “Add new
modem connection”

In this screen, first type in a name for your
new connection. Then, under the select a
modem heading, pick “Bluetooth” in the pull
down. Then pick “Next” on the bottom of the
screen.
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My Connections 0

Select the Bluetooth device you want to use
to connect to a network. Tap New to add a
new device,

New Partnership...

Wes BIackBerrE 8830

Back E Next

:‘.‘ | Settings

Demo YRS o

Enter the number exactly as it should be
dialed. Include any extra numbers, such as
an outside line or credit card.

#777

If you travel or change area codes often,
use dialing rules.

Back = Next

¥ | Settings 0 &7 «< 347
Demo YRS o
{ User name: |03337348@vszg.r:0rr| ’
Password: I ok l
Domain:* | }

* If provided by ISP or network administrator,

Back E Finish

Once you are in this screen, select
your phone that your partnered up
with the data collector and then pick
“Next” on the bottom of the screen.

In this screen, type in the dial string
that your cell phone provider requires
to connect to the web. Then pick
“Next” on the bottom of the screen.
For siminn ¥99***1#

For Vodafone *99#

For Alterna *99***1#

Enter in your username and password
that your cell phone provider requires
to connect to the web.

For siminn: For Vodafone: Alterna:
Username: siminn none none
Password: siminn none none

Pick on the “Advanced” button.
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,‘. | Settings

Advanced

Baud rate:

Wait For dial tone before dialing

‘Wait for credit card E‘ sec.

Extra dial-string modem commands:
[8C0RDO$OCMDR =3 ]

Cancel if not connected in sec,

General | Port Settings I TCPJIP | Servers I

© & 45348

Demo YRS o

r'.' | Settings

User name: LD3337348@v2w39,c0m I

Password: l‘ " I

Domain:* [ ‘

* If provided by ISP or network administrator,

Back BE Finis,

.
‘" | Settings

Connections o

My ISP
Add a new modem connection

My Work Network

Add a new modem connection
Add a new VPN server connection
Set up my proxy server

Manage existing connections

Tasks | Advanced '
=]

If your provider requires a special modem

command, in the advanced settings box, type

in the special modem command that is
required by your cell phone provider.

For siminn: +cgdcont=1,"ip”,”internet.is”
For Vodafon:

+cgdcont=1,"ip”,”gprs.is”

For Alterna:
+cgdcont=1,"ip”,”gprs.imc.is”

When you are back in this screen, pick
“Finish” on the bottom of the screen. (The
domain box is to be left blank).

After you pick finish, you will be brought back

to this screen. Again pick “Manage existing
connections”.
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In this screen, you should see the connection you
just made, along with the dial string. Pick and
hold down on the connection and then pick
“connect” on the pull down. This is a test to see
if your TSC2 will successfully connect to the web
via your phone. It should say that it is dialing,
then the box will disappear. To check if it has
connected, pick on the two arrows on the top of
the screen next to the speaker icon. You will get
a box that has a counter on it and a button that
says disconnect. That means you are connected,
so you can go ahead and pick “Disconnect”.

Once you have successfully connected the
controller to the web, open up the Survey
Controller program. On the main screen, pick
“Configuration” and then “Dial Profiles”.

Pick on “New” at the bottom of the screen.
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Name: - 50%
|Jay BlackBerry ]
Profile type: Use connection:
Internet rover| v | [Demo VRS [»]
Bluetooth modem: Modem PIN:
BlackBerry 8130
APN; IP Address: Map
[none [»] [156.98.4.241 | Menu
fRjraate
Switch ta
s
Esc ] ;T? | Enter

:.’ | Edit dial profile

O &F 45359 ok

Use NTRIP: Use proxy server: = S0%
NTRIP username: NTRIP password:
pr-fpi-03 | [ |
Connection type: Send user identity info:
Map
Menu
v
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=|[Switch tg
Esc Entq\

;.’ | Dial profiles

Type = S0%
-~ Jay BlackBerry Internet rover
WES VRS Internet rover
Map
Menu
Favorites
Switch tg
B e Tk T co Tconet] | B 4

In this screen, you will need to give your profile
a name.

Under type, select “Internet Rover”. Under use
connection, select your connection that you
just made.

Your phone should show up under the
Bluetooth modem.

The modem pin should be blank.

For the LMI network, the IP Address is
213.167.147.216 and the IP Port is 2101. Pick
for the next page.

In this page, you want to check the Use NTRIP
box. Type in your LMI network username and
password. If you do not have one, you must
contact LMI for this. You cannot proceed
without this. Your connection type should be
GPRS.

Check the box “Send user identity info” if you
want to use LM area correction data.

Once you have that all in, pick “Enter”

Now you will see your Dial Profile show up in
this screen. Highlight your new profile and then
pick “Connect” at the bottom of the screen.
This will let you see if you are able to dial into
your VRS network.

If you will be asked user codel and user code2
enter any number you like in user code 1. This
code identifies who is measuring at the
moment.
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You should see this on your screen.

- 50%

Controller...
Feature and attribute libraries

Dial profiles
Options
About Trimble Survey Controller

Map Map
Menu Menu
gvorites gvorites
Switch to ISwitch to
Esc = Edit
New | Delete | Copy JConnect] |——_u) 5 [ ew [ oelete T Cooy Jconnect] e
#a | Job: TEST 8 & £ 401

e —
Map
p—
Menu
Favorites
Switch to

Enter

[P—

vy | Style details
Style name:
Jay VRS [
Style type: j
|
Map
Menu
Favorites
Switch tg
Esc A{sent

Once it is connected, you can disconnect and
then escape back out into the main Survey
Controller screen. Once there, pick on
“Configuration” and then “Survey Styles”.

In the Survey Styles directory, pick the “New”
soft key on the bottom of the screen. Give your
VRS survey style a name. Under Style type,
pick “GPS” from the pull down. Then pick
“Accept” on the bottom of the screen.
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= S0%
- Antenna
Type:
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Measured to:
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Serial number:
[ E— Pl s
- Switch ta
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| A

In this screen, pick “Rover Options”

In the Rover Options screen, your survey type
should be “RTK”. Your Broadcast Format should
be “VRS (RTCM)”. Your Store points as should be
“Vectors”. Your elevation mask and PDOP mask
can be whatever you choose. We suggest using
13 degrees and 6.0. Pick for the next page.

In this screen, you will need to pick your GPS
antenna type. You can chose where you want
your antenna height measured to and you can
enter in the height. We are measuring to the
bottom of the mount. Pick for the next page.
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Tracking
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Type: = 50%
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Dial profile:
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Menu
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In this screen, you will want to pick what types
of satellites you want to track. | suggest that
you use whatever you have in your RTK survey
style so you know that it is right. If you are in
and out of the GLONASS network, we suggest
that you create two different Survey Styles.
Make one for when you are in the GLONASS
network and one for when you are outside the
network. At the bottom of the screen, pick
“Accept”.

Do not use L2C

Once you are back on the Survey Style setup
screen, pick “Rover Radio”.

Under Type you want to select “Internet
Connection”.

It should say “yes” under Route through
controller.

Under dial profile, you should be able to select
the profile that you had just made. Then pick
“Accept” on the bottom of the screen.
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Site calibration Menu
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Switch to

Edit
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F.- | Survey Styles Q & 42403 ok
Name | Size lModiﬁed o =2 5024
5600 & 3600 2kb  10/2/2005

FastStatic 2kb  7/10/2008

Jay VRS 2kb 87292008

MANUAL b 2kb 5282008

NIKON 2kbh 6/17/2008 1
PPK 2kb 101172005 || Map
RTK 2kbh 8/28/2008 Menu
RTK & infill kb 1012005 | [Fores
sokia 2kb 71152008 |[Y}——
<1 M T D Switch ta
ESC I New | copy | Delete | Eal
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NIKON...
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Exit sokia...

(=" 50%

Map
Menu
Favorites
Switch tg

Enter

You will be brought back out to the survey
style options screen. Pick “Store” at the
bottom of the screen.

You should now be able to see your new
Survey Style in the list. Once it is there, you
can escape back out to the main Survey
Controller screen.

Once back to the main Survey Controller
screen, pick on “Survey” and then your VRS
survey style.
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| Mountpoint
1SAFD2
HEIDOZ
HEIDO3
ISAFO3
REYKODZ
HOFNODZ
REYKO3
HOFMNO3
MAC31
FKP23
AKURDZ
AKURD3

| Identifier

ISAF RTCM2,3
HEID RTCMZ.3
HEID RTCM3.0
ISAF RTCM3.0
REYK RTCMZ.3
HOFMN RTCMZ.3
REYK RTCM 3.0
HOFM RTCM 3.0
MAC RTCM 3.1
RTCM carrection SAPOS standard
AKUR RTCM 2,3

AKUR RTCM 3.0

——

Source Table:

You will be allowed to use only these
streams.

MAC31 and FKP23 gives area correction and
NMEA must be enabled in rover. Others
mount points provide single base
corrections and NMEA output from rover is
not important.

fa | Job: TEST

L

Files

Exit
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£ & (€404 ok
3 - Sﬂﬁ‘t
& == |
Measure ptiints on
Measure codes |
Continuous topo Map
Station and offset... Menu |
Stakeout. .. Favoriteg
Site calibration Switch to
End GPS survey
Enter |
PR |

“Start Survey”. You should now be set up and
ready to survey on your local VRS network.
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